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   Follow these instructions carefully to ensure correct fitment and operation 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

  

 

 

 Special Tools 

Required: 
 No special tools 

required 

 

Install Time: 
Approximately 

30 mins 

 

Difficulty: 
2 out of 5 

STEP 4 

 Disconnect the negative (-) battery terminal. 

STEP 2 

 Loosen the (2) clamps that hold the air inlet tube 

to the throttle body and the air box. 

 Unclip the cable attachments from the throttle 

linkage. 

 Unbolt and remove the throttle body from the 

intake manifold.  

STEP 3 

 Unplug the electrical connections at the IAC, 

TPS, and MAP sensors. 

 NOTE: some models do not use a throttle 

body mounted MAP sensor. For those 

vehicles we supply a vacuum cap to place 

over the vacuum bung that is installed on 

the BBK Throttle Body. 
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STEP 5 

 Using the new gasket and hardware supplied in 

the kit assemble the IAC valve and adapter to 

the BBK Throttle Body. 

 NOTE: Be sure to align the gasket properly 

and assemble the IAC valve and adapter with 

the electrical connecter facing the opposite 

side of the throttle body that the cable 

linkage is on. 

 Remove the IAC,TPS, and MAP sensor. (if 

applicable)  

 To install the IAC valve into the supplied 

adapter. Line up the bolt holes and press the 

IAC valve into the adapter supplied in the kit. 

Using the supplied bolt tighten it down to secure 

the two pieces together. 

 NOTE: FOR PART # 1724 1991-2003 THIS 

ADAPTER IS NOT SUPPLIED. Unbolt the for 

crews that hold the IAC valve and its 

mounting plate and transfer it over to the 

BBK Throttle body utilizing the supplied 

gasket and original hardware. 

 

        

 

 

 

STEP 6 

        

STEP 7 

 Install the TPS, and MAP sensor (if applicable) 

using the original hardware. 

 NOTE: When installing the MAP sensor, be 

sure to make a good connection between the 

rubber hose and the vacuum fitting. 

STEP 8 

 Mount the BBK Throttle Body onto the intake 

manifold using the supplied base gasket and the 

(4) supplied ( M6x1.0x24mm ) mounting bolts. 

 Plug in the electrical connections at the 

IAC,TPS, MAP sensors. 

 Clip the cable connections onto the linkage of 

the BBK Throttle Body. 

 Re-install the air intake hose assembly. 

 Reconnect the Negative (-) battery terminal. 


